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PRODUCT DESCRIPTION

COMPATIBILITY

ADVANTAGES

APPLICATIONS TIPS & TRICKS

PHYSICAL PROPERTIES

SPECIAL NOTE: This media is designed for use with OEM printers and their OEM ink sets. Performance results may vary depending on printer model, age, evironmental 
conditions, design and many other factors. Care should always be taken to maintain environment control of temperature, humidity, lighting and atmospheric pollutants.

	

	

	

This	ultra-smooth,	7-mil	Dupont®	Tyvek®	display	
film	is	optimized	for	high-speed	printing	of	
durable	posters,	lightweight	banners,	and	event	
graphics	on	single-pass	printers.	Approved	for	
HP	PageWide	XL.	
	
Super-fast	dry	time	supports	smudge-free	
handling.	Tyvek	is	weather-resistant	and	
tear-resistant.	Ultra-smooth	surface	for	
high-definition	graphics	and	rich	colors.	
	

AQUEOUS	PIGMENT		
LATEX	
UV-CURE	
	

•	Extremely	durable	
•	Approved	for	PageWide	XL	printers	
•	Smudge-resistant--Easy	to	handle	
	

•	Lightweight	banners		
•	Tear-resistant,	water-resistant	posters		
•	Trade	show	and	event	displays	
•		Point-of-purchase	and	retail	displays	

BASE	MATERIAL:	Dupont®	Tyvek®	hybrid	film	
BASE	CALIPER:	7	mil	
BASE	WEIGHT:	80	gsm	
FINISH:	Matte	
OPACITY:	92	
WHITENESS:	130	(CIE,	Ganz)		
BRIGHTNESS:	103	(ISO,	Blue	Whiteness)	
CORE:	3	inch	

•	Store	indoors	(between	50⁰	to	80⁰	F)	
•	Best	if	used	within	1	year	
•	Oversaturation	can	affect	waterfastness	
•	Product	can	be	hemmed	with	high-tack	
banner	tape	
	

	

INSTANT-DRY	MATTE	TYVEK®	FOR	HIGH-SPEED	PRINTING	
511	Specification	Sheet	

	


